


Type Fiberseal Evolution Sm Smoke tight closure according to EN 1634-3

We are the inventor of the 
extile smoke protection closure

and that is why we
continuously enhance it

15 patents between 1999 and 2008 how the innovation of Stöbich

Technique box

Fabric:
Protex 600 - 1S Standard
(for silicon-free version – special fabric))
Certificate of usage:
ABP:	 P-3359/128/08-MPA BS 
	 (tested according to EN 1634-3)

Room temperature = 200°C
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Dimensions
Dimension 

of the system
Dimension 

of the casing

LB LH T H

Technical feasibility 10 m 6,5 m 350 mm 260 mm

Dimension according to ABP:LH x LB = 	 7 m x 4,5 m

Dimensions of the casing

special construction

H

T
Installation situations

Sheet casing and side guide
coated

galvanised

stainless 
steel	
	 polished	 circle matt 	 grinded 	
		  finished	 K 240

…for single- or double-leaf revolving doors 
and gates as well as for limitation of the area  

and the range of movement. 

The challenge
Improvement compared to conventional 
protection concepts…

The revolutionary solution since 1999 - 

Textile smoke protection closure

Classification
Leakage ≤ 50 m3/h f the complete system at diffe-
rent pressure grades up to max. 50 Pa, at ambient 
temperature and up to 200°C.
Smoke tight according to  DIN 18095-3. 
Smoke tight Sm according to EN 13501-2.

Fiberseal Evolution E 120 Sm type Smoke tight fire protection closure 
tested according to EN 1634-1/3, classified EN 13501-2, smoke tight classification Sm, integrity E 120

Fabric:
Ecotex 1100 - 2S
(for silicon-free version – special fabric))
Certificate of usage:
ABP:	 P-3359/128/08-MPA BS  
	 (tested according to UB III/06-015)

Dimensions
Dimension 

of the system
Dimension 

of the casing

LB LH T H

Technical feasibility 10 m 6,5 m 350 mm 260 mm

With floor lock as of a width of 7 m
Dimension according to ABP:
Sm LH x LB = 	 7 m x 4,5 m, max. 29 m²
Sa LH x LB =	 10 m x 6,5 m

Fiberseal Evolution EW 90 Sm type Smoke tight fire protection 
closure tested according to EN 1634-1/3, classified EN 13501-2, integrity with increased radiation resistance EW 90

Fabric:
EW 30:	 Ecotex 1100 - 2S
EW 90:	 Heliotex EW 90
Certificate of usage:
ABP:	 P-3359/128/08-MPA BS  
	 (tested according to EN 1634-3)
EW 30:	 test certificate UB III/06-015
EW 90:	 test certificate UB III/08-012

Dimensions
Dimension 

of the system
Dimension 

of the casing

LB LH T H

Technical feasibility 
EW 30 10 m 6,5 m 350 mm 260 mm

Technical feasibility 
EW 90 10 m 5 m 350 mm 260 mm

Dimension according to ABP: 
LH x LB =	 7 m x 4,5 m, max. 29 m²

Evolution EI 120 Sm/Sprinkler Smoke tight fire protection closure tested 
according to EN 1634-1/3, classified EN 13501-2, protection target EI 90 with water irrigation 

Fabric:
Ecotex 1100 - 2S
Certificate of usage:
ABP:	 P-3359/128/08-MPA BS  
	 (tested according to EN 1634-3)
	 test certificate UB III/08-016

Dimensions
Dimension 

of the system
Dimension 

of the casing

LB LH T H

Technical feasibility 10 m 6,5 m 350 mm 260 mm

Dimension according to ABP: 
LH x LB =	 7 m x 4,5 m

patent tubular motor with Gravity Fail Safe Technology
Motor

10.000 Zyklen

Installation possibilities 
of side guides

1999

to the wall to the ceiling in the false ceiling 

on the wall in the embrasure in the niche

standard design



Evolution
Fiberseal

Textile smoke protection closure (DIN 18095, EN 1634-3)

Headquarter
Stöbich Brandschutz GmbH 
Pracherstieg 6 
38644 Goslar, Germany
Phone 	+49-(0)5321-5708-19
Fax 	 +49-(0)5321-5708-71

Subsidiary South
Stöbich Brandschutz GmbH 
Gewerbehof 8  
73441 Bopfingen, Germany
Phone 	+49-(0)7362-9614-21
Fax 	 +49-(0)7362-9614-50

Subsidiary East
Stöbich Brandschutz GmbH 
Geltestraße 12 
06188 Landsberg OT Queis, Germany
Phone 	+49-(0)34602-552-33
Fax 	 +49-(0)34602-552-50

Subsidiary West
Stöbich Brandschutz GmbH 
Max-Planck-Straße 13
59423 Unna, Germany
Phone 	+49-(0)2307-98689-18
Fax 	 +49-(0)2307-98689-50

International sales partners respectively subsidiaries
· Australia 
· Austria
· Belgium 
· Bosnia and  
Herzegovina 

· Bulgaria 
· Croatia
· Cyprus
· Czechia
· Denmark 
· Estonia 
· Finland 
· France 

· Great Britain 
· Greece
· Hong Kong 
· Hungary
· Ireland 
· Italy 
· Latvia 
· Liechtenstein 
· Lithuania 
· Luxembourg 
· Macedonia 
· Middle East 
· Netherlands 

· New Zealand
· Norway 
· Poland 
· Portugal 
· Romania 
· Russia 
· Serbia and 	
Montenegro 

· Singapore 
· Slovakia 
· Slovenia 
· Spain 
· Sweden 

· Switzerland 
· Turkey 
· Ukraine 
· USA  

Subsidiary South • Gewerbehof 8 • 73441 Bopfingen, Germany

Subsidiary East • Geltestraße 12 • 06188 Landsberg OT Queis, Germany

Subsidiary West • Max-Planck-Straße 13 • 59423 Unna, Germany

Evolution
Fiberseal Evolution Sm type

Fiberseal Evolution E 120 Sm type

Fiberseal Evolution EW 90 Sm type

Fiberseal Evolution EI 120 Sm/Sprinkler type

Smoke protection closures (SPC)…
…avoid the passage of smoke in the fire formation phase when in its closed position. To enable the rescue of people, animals and material assets 

within 10 minutes in case of fire without using a breathing protection.  

Who asks for such „smoke tight“ systems?
· 	According to §32 para. 4 German building regulation: floors with more than 4 apartments of comparable size with generally accessible corridors have to be 

closed smoke tightly from the staircase.
·	 Or according to §33 para. 1 German building regulation: corridors that are longer than 30 m should be sectioned by smoke tight doors
·	 Or according to different garage regulations smoke tight systems are requested.
In cases when additionally to the demands…
·	 smoke tight integrity in the fire formation phase
·	 and also the fire resistance - thus no flame passage in the blaze phase - is defined, 
the system has to comply with both requirements and to withstand temperatures up to 1000°C. 

Smoke protection closure

German Award 
of Innovation

MDR 1 award for the TV 
series „simply ingenious“

Certificate mips 
April 2005, Moscow

Award
Windowshield, 2007

Awards Further information 
(Video, CD or Internet)
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Application
Since 1980 Stöbich Brandschutz became the 
worldwide market leader for conveyor system 
closures as well as an international trendsetter in the 
field of textile fire and smoke protection.

The know-how, which grew by the impressive 
number of completed projects and fire tests as well 
as by the proven design competence, made Stöbich 
a fire protection specialist with a wide range of 
products and an extensive range of services.

Eight world novelties and four awards so far, express 
the innovative and customer orientated design of the 
Stöbich products and an effective control of all the 
processes.

Four branch offices and numerous national and 
international agencies allow for the direct presence 
and proximity to our customers during all phases of 
the project.

Headquarter North • Pracherstieg 6 • 38644 Goslar, Germany

Stöbich - The Specialist
In front of elevators

In underground car parks

In staircases

As compartment

In the reception area

As sealing for units with increased fire load


